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MPT 18g / 24g
MOBILE STOCKPILER

Adjustable rollers’ angle for forming material stream
 

Stockpilers opening mechanism
 

Material hopper chute protects from too fast material feedinging

 

Direct charge hopper

Remote control for moving and setting work position

 

Stepless belt speed regulation

 

Multifunctional control pannel for functions setting and monitoring.

 

Durable belt drive drum

 

Mobile Stockpilers PRONAR MPT- series are the 
perfect way for stacking and storage optimaliza-
tion of bulky materials, breakstone or compost. The 
machine easily integrates with crushers and trom-
mels increasing their efficiency. 
Application of stockpiler ensures up to 75% savings 
compared to using loader for loading process. Flex-
ibility of machine is provided by powering all of the 
functions by combustion engine.
Mobile Stockpilers moves on working ground with 
self proppeled tracked chassis, and foldable con-
veyor segments ensures compact size, that allows 
transporting machine on public roads and in cargo 
containers. Durability of machine is provided by 
working elements made of high-strenght steel. 
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MPB 20.72 and MPT 24g i gravel screening line
 

MPT 24g - gravel

Mechanical supports on tail of conveyor
 

Tiltable walls of material hopper
 

MPT 24g -gravel



T e c h n o l o g y  f o r  n a t u r e42 w w w . p r o n a r . p lR e c y c l i n g  e q u i p m e n t  r a n g e 43

MPT 18g / 24g
MOBILE STOCKPILER

CHASSIS MPT 18g MPT 24g

Weight [t] 14,1 15,6

Dimension (length/width/height) [mm] 11,9 / 1,9 / 2,5 11,9 / 1,9 / 2,5

MATERIAL TRANSPORT MPT 18g MPT 24g

Efficiency max [t/h] 600 600

Min loading height [m] 1,9 1,9

Max discharge height [m] 8,53 11,3

Belt width [m] 1 1

Belt length [m] 18,4 23

ENGINE MPT 18g MPT 24g

Caterpillar (EU Stage 3B, 3.4 l – 55,4 kW 

(75 KM) / 2200 rpm)

Caterpillar (EU Stage 3B, 3.4 l – 55,4 kW 

(75 KM) / 2200 rpm)

Mobile Stockpiler  MPT 24g

Mobile Stockpiler MPT 18g

Pronar sp. z o.o. provides its clients
with direct access to technical sales
consultants.

SPAIN

Po rt uga l

ITALY

fRANCE

GERMANY

ROMANIA

Ukraine

TURKEY

BULGARIA
SERBIA

CROATIA

SLOvAKIA

CZECh REPUBLIK

POLANd

BELARUS

AUSTRIA

SwiTzERLANd

Bosni A &
herze go vina

Sl o veni A

Ma Ce-
doni a

Al ba -
ni A

Mont e-
ne gr o

GREECE

MOLdOvA

BELGIUM

NEThERLANdS

dEN
MA
RK

UNITEd
KINGdOM

IrEland

SWEdEN
NORWAY

finland
RussI A

ESTONIA

LATvIA

LIThUANIA

Zypern

Mona co

Andor a

ICEland

LuxembOur g

hUNGARY

MOBILE TROMMEL SCREENS
MOBILE SLOW-SPEED SHREDDERS

WINDROW TURNER
MOBILE STOCKPILERS

www.pronar-recycling.com

Adam Banasiuk
Mob: + 48 506 049 403
e-mail: adam.banasiuk@pronar.pl

Mateusz Daniluk
Mob: +48 506 142 358
e-mail: mateusz.daniluk@pronar.pl

Jakub Chwalewski 
Mob: +48 506 687 967
e-mail: jakub.chwalewski@pronar.pl

Rui Ferreira (angielski, portugalski, hiszpański)
Mob: +48 502 859 646
e-mail: rui.ferreira@pronar.pl 

Krzysztof Januć
Mob: +48 519 625 828
e-mail: krzysztof.januc@pronar.pl




